
6" PVC PERFORATED

PIPE - SEE NOTE 6

GRAVEL BACKFILL FOR DRYWELLS
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CONTINUE PIPE

PVC WYE

1
2

"
 
M

I
N

.

18 INCH YARD DRAIN

NDS MODEL 1882 OR EQUAL

6" CONCRETE SIDEWALK

LOCKING CLEANOUT LID

EAST JORDAN IRON

WORKS MODEL 00367501

OR EQUAL

PVC 45 ELL

PVC PLUG OR

CONTINUE PIPE

PVC WYE

SIDEWALK

PVC 45 ELL

EXISTING CATCH

BASIN

MAXIMUM DISTANCE BETWEEN PIPE

CLEANOUTS OR YARD DRAINS SHALL BE

75 FEET.

FOR NEW CONSTRUCTION, LOCATE YARD

DRAINS NEAR PROPERTY LINES.  YARD

DRAINS MAY BE SHARED BY TWO PROPERTIES.

FOR RETROFITS, LOCATE YARD DRAINS AND

LIMITS OF SIDEWALK REPLACEMENT AS

DIRECTED BY INSPECTOR.  REMOVE

SIDEWALK TO EXISTING EXPANSION JOINTS.

PROTECT ADJACENT WALLS, VEGETATION,

DRIVEWAYS, AND OTHER FEATURES.

TRACER WIRE TO BE SOLID WIRE 12 GA., AND

SHALL BE PLACED FROM START OF RUN AT

FIRST MANHOLE TO THE END OF THE

UNDERDRAIN.

UNDERDRAIN TO BE PERFORATED SCHEDULE

20 PVC.

NOTES:

1.

2.

3.

4.

5.

6.

TRACER WIRE

SEE NOTE 5

TRACER WIRE TO BE

EXPOSED AT CATCH

BASINS AND

CLEANOUTS
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